Aerodyne : Smart Reserve Tech Specs

http://www.flyaerodyne.com/smartlpvtech.asp

A : PRODUCTS STORE SUPPORT TRY A DEMO MULTIMEDIA CALENDAR A-TOOLS
Current Lead Times: Icons 12 - 14 weeks | Canopies 12 - 14 weeks
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SAME GREAT PROVEN DESIGN WITH A MUCH SMALLER PACK VOLUME
ALLOWING YOU TO UPSIZE TO A SAFER RESERVE CANOPY
IN YOUR NEW OR CURRENT GEAR... AT A'VERY ATTRACTIVE PRICE.
Tech Specs At a Glance Canopy Selector Try a Demo Buy now
Wing Area Span Chord Chord Weight Weight Volume
Sq. ft. ft. Max Min Kg. Lbs. cu.in.
99 14.11 7.02 1.50 3.30 250
110 14.83 7.38 1.70 3.74 262
120 15.59 7.71 1.80 3.96 276
135 16.40 8.14 1.90 418 305
150 17.32 8.63 2.00 4.40 332
160 17.82 8.86 2.10 4.62 345
175 18.67 9.28 2.20 4.84 360
190 19.46 9.68 240 5.29 390
220 20.90 10.40 270 5.96 440
250 22.80 10.93 3.00 6.60 468
e Planform factor: 0.0
e Aspect Ratio: 2.00
e Number of cells: 7
e Fabric: 0-3 cfm
e Suspension lines: 725 Lbs. Spectra
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